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REPLACEMENT TO BE MILLED DOUBLE "T" CONFIGURATION AS SPECIFIED
BELOW FOR PAVEMENTS 4” AND THICKER.

FOR PAVEMENT 4 YEARS AND OLDER: INITIAL A.C. REMOVAL TO BE THE
MINIMUM WIDTH REQUIRED FOR PROPER TRENCH COMPACTION. SAWCUT &
REMOVE 12" OF A.C. MINIMUM ON EACH SIDE OF THE TRENCH FOR THE
"T"—TOP AFTER THE BACKFILL MATERIAL IS PLACED. PAVEMENTS 4” AND
THICKER, MILL AND REMOVE THE TOP 2" OF THE SURFACE COURSE A
MINIMUM OF 6” ON EACH SIDE OF THE T—TOP PRIOR TO PLACEMENT OF THE
FINAL SURFACE COURSE LIFT.

FOR NEW AND OVERLAYED PAVEMENT LESS THAN 4 YEARS OLD AND WHEN
ALLOWED UNDER THE PROVISIONS OF SCOTTSDALE REVISED CODE SECTIONS
47—79 AND ALL PAVEMENTS WITH RUBBERIZED SURFACE COURSES: INITIAL
A.C. REMOVAL TO BE THE MINIMUM WIDTH REQUIRED FOR PROPER TRENCH
COMPACTION. SAWCUT & REMOVE 12" OF A.C. MINIMUM ON EACH SIDE OF
THE TRENCH FOR THE "T"—TOP AFTER THE BACKFILL MATERIAL IS PLACED.
PAVEMENTS 4” AND THICKER, MILL AND REMOVE THE TOP 2” OF THE
SURFACE COURSE EQUALLY ON BOTH SIDES OF THE TRENCH TO A MINIMUM
TOTAL WIDTH OF 10 FEET. FOR PAVEMENTS LESS THAN 4" THICK SAWCUT,
REMOVE AND REPLACE THE ENTIRE PAVEMENT SURFACE TO A MINIMUM
TOTAL WIDTH OF 10 FEET, AS DIRECTED BY THE ENGINEER.

FOR DEEP PAVEMENT STRUCTURES REQUIRING TWO OR MORE PAVEMENT
BASE LIFTS: INITIAL A.C. REMOVAL TO BE THE MINIMUM WIDTH REQUIRED FOR
PROPER TRENCH COMPACTION. SAWCUT, REMOVE AND REPLACE A.C. ON
BOTH SIDES OF THE TRENCH AS NECESSARY TO ACCOMODATE A RIDE ON
TYPE VIBRATORY ROLLER COMPACTOR FOR PLACEMENT OF THE A.C. BASE
COURSE LIFTS, MATCH EXISTING A.C. DEPTH. MILL AND REMOVE THE TOP 2"
OF THE SURFACE COURSE EQUALLY ON BOTH SIDES OF THE TRENCH TO A
MINIMUM TOTAL WIDTH OF 10 FEET.

ASPHALT CONCRETE SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS
OF MAG SECTION 321.

IF PAVEMENT REMNANT IS LESS THAN 36”, REMOVE AND REPLACE
PAVEMENT AS PER THIS DETAIL.

AGGREGATE BASE COURSE PER MAG SECTION 702 SHALL BE PROVIDED TO
MATCH EXISTING ABC THICKNESS IN ADJACENT ROADWAY.

REFER TO COS SUPPLEMENTAL SPECIFICATIONS, SECTION 336.2.4 FOR
PAVEMENT SMOOTHNESS REQUIREMENTS.
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